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A WARNINGS AND CAUTIONS

* Make sure POWER is COMPLETELY OFF at the fuse box

Please Note:

. ) o o  This Alora LED fixture comes with pre-wired LED module(s)
» Have your fixture installed by a qualified licensed electrician
« Unless instructed, Do Not touch any part of the LED module(s) as any unnecessary contact with

+ Prepare everything in a clear area the module could cause permanent damage

* Wear gloves at all times during this installation - For dimming, an ELV (Electronic Low Voltage) or TRIAC type of dimmer is required

* Read instructions carefully before you start assembly « 120V input

« Keep this installation sheet for future reference

NOTICE |

» The importat sabguards and mstructionsoutlired in this sfeetcannot over
all possilde condiions and situgonsthat may @cur. Iltmug be undestood
tha cautbn and certaircate factorsmug be followed These istructions ae
provided for your saéty and we ighlyrecommendhat a licesed traired
electriciannstall this unit.

« Thisfixture is ésignel to be mountel on a corredy installedstandard round
or octagonbox ORhrough a wing box with a faster frame Theboxmug be
securely mountkto the strutureof thebuildng. The crosshr and hardwae
suppliedshould be used directy mountig thefixtureto the outletboxmay
make iimpossilte to correcty alignthefixture

ASSEMBY. INSTRUGIONS

Step 1
Remove fixture from its original package.

Step 2
Separate mounting plate (1c) from canopy (2a) by removing canopy screws (2b).

Step 3
Attach mounting plate (1c) to electrical junction box (1a) using junction box screws
provided (1e) in hardware package.

Step 4
Secure mounting plate (1c¢) to mounting surface with anchors (1f) and screws (1g)

Step 5
To change fixture height, shorten or lengthen wire by removing screw (2c) from
canopy (2a) and push or pull wire to your desired length. Secure screw (2c) in
canopy (2a) to lock wire in place.

Step 6
Attach safety hooks (4b) onto mounting plate (1c).

Step 7

Make proper electrical connections (blacKLtgviloite to neutral “N”, ground
to “GND”) with wire nutsggidn)ided in hardware package and place driver (4a)
inside canopy (2a).

Step 8
Attach canopy (2a) to mounting plate (1c) with canopy screws (2b).

You ae noweady to enjoy ydixtue.
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