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FL-MA4
Mounting Arm

FL-SF4
Slip
Fitter

FL-TR4
Trunnion

FL-YK4
Yoke

All FL4 Area Lights require a mounting attachment in order to be installed (not included). 
Depending on your application, you can choose from a Mounting Arm, Slip Fitter, Trunnion or 
Yoke mount.

OVERVIEW & WIRING DIAGRAM

TO INSTALL VIA MOUNTING ARM

1. Remove the bracket mounting screws on the fixture, open the side lid of the bracket and run 
the wires through the bracket (Figure 1).

2. Install the bracket on the fixture, then replace the side lid and tighten (Figure 2).
3. Fix the Mounting Arm bracket to a square pole with bolt, open the side lid of the Mounting Arm 

bracket, then pull the wires into the junction box and connect the wires as per wiring diagram 
(Figure 3).

4. Ensure the connected wires are in the junction box, then cover the junction box (Figure 4).

Note: If you are installing onto a round pole, ensure that the silicon plate is removed (Figure 5).
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TO INSTALL VIA SLIP FITTER

1. Remove the bracket mounting screws on the fixture, and run the wires through the bracket 
(Figure 6).

2. Install the bracket on the fixture (Figure 7).
3. Loosen the four bolts on the Slip Fitter, connect the wires accordingly as per wiring diagram, 

then pull the wires into the pole (Figure 8).
4. Place the bracket onto the pole and lock the four bolts (Figure 9).
5. Adjust the angle of the fixture to complete the installation.

Figure 6 Figure 7

TO INSTALL VIA TRUNNION

1. Remove the bracket mounting screws on the fixture, and run the wires through the bracket 
(Figure 10).

2. Install the bracket on the fixture (Figure 11).
3. Drill holes on the wall as shown (Figure 12).
4. Knock the expansion bolts into the wall (Figure 13).
5. Connect the fixture to the bracket and tighten the screws. Connect the wires as per wiring 

diagram and then put them into the junction box (Figure 14).
6. Adjust the angle of the fixture to complete the installation.
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TO INSTALL VIA YOKE MOUNT

1. Attach the yoke mount on to the fixture by fastening the two large screws (Figure 15).
2. Next, fasten the two small screws to complete yoke mount attachment (Figure 16).
3. Connect the fixture to the mounting surface and tighten the screws.
4. Make the appropriate wire connections as per the wiring diagram and insert into junction box 

(Figure 17).
5. To adjust the angle of the fixture, loosen to adjust the angle and tighten when desired angle is 

achieved (Figure 18).
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